VENTIC ACI 22
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Homep ceptudmkara e

certificate-number

OnucaHne npoaykTa

pabouee HanpsbkeHue 230 V AC
KOMMaKTHOEe YCTPOMCTBO
BbICOKasi MOLLHOCTb

ObLICTPbIN MOHTaX

ANIeKTPOHHOE 3allNTHOE OTKITIH04YeHune

LienHon npueog ACI 22 npeBoCXoAHO NOAXoauT ans
OTKpbIBaHWsI OKOH hacadoB U KPOBMM, a TakK e ang
BEHTUNALMOHHbIX NIOKOB B 3MHUX cagax. ACl 22 nsrotoeneH
13 BbICOKOKA4YeCTBEHHbIX MaTepuaros, 4To obecneyvBaeT
OOnruiA Cpok cny>k6bl. 3alLMLLIEHHAs OT KOPPO3UK CTanbHasi
uenb Bolgepxunsaet gasneHue go 200 N. BctpoeHHoe
3MEKTPOHHOE 3alUTHOE OTKIIYEeHNE AaéT BO3MOXHOCTb
NErkoro MoHTaxa u obecneymBaeT HaAEXHbIA PEXNM
paboTbl.

230VAC

Product information

230VAC operating voltage
Compact style

High pressure force

Fast installation

Electronic safety cutoff

Ventic ACI 22 is suitable as a ventilation drive for facade and roof
windows as well as for ventilation flaps in conservatories.

A long lifetime is guaranteed by use of especially high-quality
material. A corrosion resisting, stable steel-chain allows a pressure
force of 200N.

An integrated electronic safety cutoff facilitates easy mounting and
provides for safe operation.
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XapaKkTepuCcTUKu

- BEHTUNALMOHHbLIN NpMBOA ANs1 BCEX BUOOB OKOH U

BETUIMSALMOHHbIX MOKOB B 3UMHUX cafax.

- BbICOKasi MOLLHOCTb Bnarogaps cneuuanbHon
cTtabunumsauuu Lenu.

- CUCTeMa OTKIIOYEHUS B HAaNpaBneHUN 3aKpbITUS OKHa
orpaHunyeHa Ha 150 N.

- ObICTpOE NOAKMIOYEHUE Yepes LUTekep

- ynpaeneHue Hanpsamyo vyepes 230 V

- 60nbLUON BLIGOP KPOHLLTENHOB, CMOTPU KPOHLUTENHBI Ans
ACI

- B nporpamme D+H nmetotcs komnnekTyoLwmne nsgenums
TaKue Kak: KHOMKU BEHTUMNSLUW, CUCTEMbI YpaBneHust ons
[OXAs, BETPa 1 KOMHATHOW TeMnepaTypbl

- BO3MOXHa nakupoBka B ntobon ueet Tnna RAL.
( 6enbii uBeT Homep RAL 9016 - 6e3 HaLeHkn)

- npuBOAblI HE3aMeTHbI Ha pamax brnarogaps HebonbLoMy
pasmepy.

Mpumep NpUMeHeHUs

Habopbl kpoHwTenHoB / bracket sets

RA 22
RE 22 / FE 22
TexHnyeckune aathbl Technical Data
Mutanue / power supply 110 ... 253VAC / 50 ... 60Hz, 15VA

MotyHocTb / pressure force 200N

Cuna Taru / tensile force 150N
cuna 3aLmMTHOrO OTKIoYeHUs / safety cutoff force

Bug akenn. / class of ratingt | KpatkospemenHbIit/short-time(20%ED/dutycycle)

Bua sawuTsi/protective system| P 50

Temn.avanason/ range of temp, 0°C - +60°C

Moaknioderue / connection | 29M PVC kabens / cable

Lget / color CepebpucTsiii / silver (~ RAL 9006)

I'IpaBa Ha TeXHN4eCkne N3MeHeHNA COXpPaHAKTCA.
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ACI 22

Features

- Ventilation drive for pivot, top, bottom and side hung windows,
roof windows and ventilation flaps

- High pressure force by special chain stabilization

- Cutoff force electronically reduced to 150N in CLOSED-
direction

- Quick connection via plug-type connectors
- Triggering directly via 230V
- wide range of bracket sets, see brackets for ACI

- Vent button as well as wind / rain and room temperature
controls available as accessories in D+H range

- Colour paint possible in all RAL-colours
(RAL 9016, white, without extra charge)

- Unobtrusive on window frame by small profile dimensions

Example for Application
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Tun Ne Apr. Tara Bec lMpumeyarus
Ord.-No. Stroke Weight Comment

ACI 22115 22.005.10 | 150mm 1,70kg
ACI22/25 22.005.20 | 250mm 1,96kg

ACI22/35 22.005.30 350mm 2,02kg
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