Pasmepsl
N
Tun Ne apr. Bec lMpumeyanms
Type Ord.-No. Weight | Comment
BAZ 04 31.100.20  1,00kg
BAZ 2 31.100.10  2,25kg

TexHun4veckune garbl

Tun / type

Mutanue / power supply

Bup 3awurbit / protective system
BbixogHow Tok / output

KoHT. cur. Tpes. / alarm contact
Kopnyc / housing

LiBet / colour

Technical Data
BAZ 04 BAZ 2
230VAC/50Hz, 15VA | 230VAC/50Hz, 80VA
IP 50 IP 30
24VDC / max. 0,4A 24VDC/max. 2A
max. 230V /6A
Monukap6oHar / polycarbonate

Ceertrio-cepeiii/ light grey RAL 7035

MpaBa Ha TEXHWYECKNEe N3MEHEHNSI COXPaHSIOTCS.
Rights to technical modifications reserved.

© 2003 D+H Mechatronic, Ammersbek

Dimensions

Tun
Type

uT4u

AP-LT

FO 1362

FT 1262

MW

BWS

D-H= ERCE

Ne apr.
Ord.-No.

31.100.70

70.600.16

30.901.20

30.901.30

31.100.40

70.300.05

BAZ 04 /| BAZ 2

FO 1362/ FT 1262

Bec [Mpumevanme
Weight Comment
0,15kg

0,10kg HapyxHui1 kopnyc, OfNHOYHBIRA
’ socket, surface mounted, single

OnTn4eckuit NoXapHbI faTynk
0.15kg optical fire detector
0,15kg TepmoanddepeHLmanbHbIi aTumk
' thermal differential detector
0,10kg KpenneHue Ans cTeHHoro MoHTaxa FO
’ bracket for wall mounting of FO

0,10kg 3aluuTa OT nonapfaHus Msya B JaTumk
' ball guard for fire detectors
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Mpnbop noxapHOro ynpaBrieHUs

BAZ 04 /| BAZ 2

BRANDABSCHLUSS
FIRE DOOR CONTROL
CENTRALE AUTONOME DAD
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VdS KoHTponbHbIN-Ne. fir BAZ 04 V
supervision-no. for BAZ 04

OnucaHue npogykTta

B komnakTHoe ynpaBrieHue pukcaTopamm

B gnsA npoTuBONOXapHbIX ABepeil U pa3aBUKHbIX BOPOT
M 0,4 unun 2A BbIXOQHOW TOK

B B0O3MOXHO ynpaBrieHWe NoXapHOW oxpaHoW

[ | 6e3noTeHUNanbHbIN KOHTAKT TpeBorun

Mpubopbl noxapHoro ynpaeneHus BAZ 04 n BAZ 2 ynpasnsioT
dukcaTopamy MPOTUBOMOXAPHbIX ABEPEN W pa3dBMXKHbIX BOPOT. B
cryyae noxapa OHW NpefoTBpaLLaloT pacnpocTpaHeHNe OrHA U AbiMa B
30aHuN.

B coctosHun nokosi anekTpuyeckuit ukcatop AepXuT ABepu
OTKPbITBIMW, TEM CaMblM Aenas AOCTYMHbIM Mpoxod ANs Moaen un
TPaHCMOPTMPOBKM TOBAPOB. B cnyyae cpabaTbiBaHMsi aBTOMaTUHECKUX
NoXapHbIX AaTYNKOB UMW PYYHbIX KHOMOK MPOUCXOAUT obecTounBaHue
hMKCaTOPOB ¥ 3aKpbITUE AABEPE ABYXCTOPOHHUMU 3aMKaMU.

Mpubopbl NpoBepeHbl cuctemon VdS 1 nmetoT gonyck cTponHaasopa
Hemeukoro IHCTUTYTa CTPOUTENBbHON TEXHUKM

KoHTponbHbIin-Ne. fiir BAZ 2
supervision-no. for BAZ 2

Product information

Compact control for locking devices
for fire-doors and sliding gates

0,4 or 2A output current

possibility of triggering by BMS

with floating alarm contact

Fire-door control panels BAZ 04 und BAZ 2 control the locking
devices of fire-doors and gates, and in case of a fire, they can
prevent a spreading of fire and smoke in a building.

In neutral position, the electric locking device keeps the doors open
and facilitates unhindered movement of persons and goods.

In case of release by automatic fire detectors or push-button
controls, the devices will be switched idle and the doors will be
closed via sequence controllers by others.

The control panels are VdS design proved and have an approval of
the German Institute for Structural Engineering.

. CucteMbl AbiMoyaaneHust

| . CuCTEMbI CTECTBEHHOM BEHTMHﬂuMVI| | | CucTembl NpMBOAOB

| . MoxapHble cuctemsl

Smoke- and Heat Vent Systems Natural Ventilation Systems

Drive Systems Fire-door Control Systems




XapakTepucTuku

- ponyck DIBT Z-6.5-1322 (BAZ 04) n Z-6.5-1488 (BAZ 2)

- KOMMaKTHbIA An3anH ansa BbixogHoro Toka 0.4 unu 2A

- py4Hoe oTkntoveHne kHonkon UT 4U

- BCTPOEHHbIN 6e3noTeHuManbHbIN KOHTaKT Tpesorn(230V/6A)

- BCTPOEHHbIE MHAMKATOPbLI ENCTBUS U cpabaTbiBaHWS CUCTEMbI

- BO3MOXHO BHELLHee npvBegeHne B AeNCTBKe, Hanp. NoXapHOW
OXpaHOoW.

- BAZ 2 pononHutenbHo nMmeeT yHKLUMIO peceT

- 006s13aTenbHO M3MNOMNb30BaHME TOMbKO TEX AATYMKOB U
uKcaTopoB, KOTOPbLIE YKa3aHbl B COOTBETCTBEHHbIX crnuckax IfB

MpuMepbl NPUMEHEHMS

Py4Hon Bblkntoyatens
push-button control

ABT. NOXapHbLIN AaT4NK
automatic fire detector

PekomeHgauum no nnaHMPOBKE MOHTaXa

[BepHoOI NpoémM: makc. 3m
clear door width: max. 3m

[BepHol npoém: > 3m
clear door width: > 3m

Features

- DIBT-approval Z-6.5-1322 (BAZ 04) and Z-6.5-1488 (BAZ 2)
- compact design, for 0,4 or 2A drive current

- manual release is carried out via cutout button UT 4U

- integrated floating alarm contact (230V/6A)

- integrated displays for operation and release

- external triggering, e.g. via central fire alarm system, possible
- BAZ 2 in addition with a reset-function

- Only fire detectors and locking devices permissible,
Which are mentioned in the lists of the respective
IfB-approval

Example for Application

dukcaTopbl
locking devices

Be3noTeHumnanbHbIi KOHTAKT TPEBOTY
floating alarm contact

L

]

BHeluHee ynpaBneHve
external control

Planning indications

[BepHol Npoém: > 3m
clear door width: > 3m

=

min. 0,5m

e N Nt

min. 0,5m min. 0,5m min. 0,5m

max. 2,5m

max. 1m

max. 2,5m max. 2,5m max. 2,5m ‘;

max. 1m

BAZz0o4/BAZ2EHHELCIN

KomnnektytoLine nagenuns Accessories

- BbIKMoyaTens Tmna UP

- MOHTaX BO BHYTPUCTEHHOWN 55MM kopobke
unn B kopryce Tuna (AP-LT)
(B mocTaBKy He BXoauT)

- 3awwurta IP 40

FO 1362

- OMTUYECKMI NOXaPHbIN AaTYMK MO -
NPVHUMNY paccenmBaHHOro cBeTa
* nuTaHwue: 8-28V
- TOK TpeBorn:9,2mA
- 3awmTa: IP 40
- UBET 6enblii ¢ KpacHbIM norotmunom D+H
- WHAMBMAYanbHbIN NHAMKATOP TPEBOTU

- MapkupoBoYHbIit Ne VdS: G29226 ‘- .. -

- FT 1262
- TMOXapHbIN AaT4uK Nno -

TepmoanddepeHLmansHOMY NPUHLMNY
* nuTaHue: 8-28V

* BbIXOOHOM TOK: 9,2mA

- 3awumTa: IP 40

- UBET 6enbivi ¢ YepHbIM norotunom D+H

- cpabatoBaHue npu Temneparype

58 - 63°C ’— ‘
- MHAMBMAYanbHbIA MHAUKATOP TPEBOrU f e .b~ -
- MapkupoBoYHbIA Ne VdS: G29126 S

MarnuTtbl 1 nnactuHbl / magnetic clamps and counterplates

cutout button in flush mounted design

mounted in 55mm flush socket or surface
housing (AP-LT),
(not included in extent of supply)

protective system: IP 40

visual fire detector operating on the
principle of scatter

- operating voltage: 8-28V

- alarm current: 9,2mA

- protective system: IP 40

- colour white with red D+H-Logo

with individual display in case of alarm
VdS-approval number: G29226

fire detector working on the principle of
thermal differential

- operating voltage: 8-28V

- alarm current: 9,2mA

- protective system: IP 40

- colour white with black D+H-Logo

temperature-dependent release at

58 - 63°C

with individual display in case of alarm
VdS-approval number: G29126

KOMMNMEKTYLWnMn n3genmnamm nporpamMmmbl O+X

1 - MarHuTbl N NNacTUHbI ABIAKOTCA
1 ) - magnetic clamps and counterplates available as
-_ accessories in D+H program

BAZ0o4/BAZ2EHHELCIN
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